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Technical data VC97 3 3/4 Auto Range Digital Multimeter VCI97 2021

VC97 old model

Basic accuracy *New type holster, streamline design.

Basic Function Range

21

97 *Large LCD makes the reading clearly. Backlight. R
‘Vtcron T wmusrs;; DC Voltage | 400mV/4V/40V/400V/1000V | +(0.5%+4) -Meta_llic screen board with stronger antimagnetic and anti-inter-
AC Voltage | 400mV/4V/40V/400V/750V +(0.8%+10) ferential function.
DC Current | 400uA/4000uA/40mA/400mA/10A | £(1%+10) +Full function protection, anti-high voltage circuit design.
AC Current | 400uA/4000uA/40mA/400mA/10A | +(1.5%+10) *CAT-IV
Resistance | 4000/4kQ/40k2/400kQ/4MQ/40MQ | +(0.8%+4) *True RMS
Capacitance | 10nF +(5.0%+20) ‘NCV
100nF/1uF/10uF/100uF +(3.5%+8)
1mF/10mF/100mF +(5.0%+10) Technical data
Frequency | 100/1000/10k/100k/1M/30MHz | +(0.5%+10)
Celsius (-20~1000)C +(1.0%+5) Basic Fun Range Accuracy
Fahrenheit (-4~1832)T +(1.0%+5) DC Voltage 4V/40V/400V +(0.5%+4)
DC Voltage 1000V +(1.0%+6)
DC mV 40mV/400mV +(0.5%+5)
ACmV (True RMS) 40mV/400mV +(1.0%+6)
G enera I C h ara cte rs AC Voltage (True RMS) | 4V/40V/400V +(0.8%+10)
AC Voltage (True RMS) | 750V +(1.2%+10)
Product color Case: black ; Holster color: orange DC Current 200UA/2000UAA0MAA00mATAAH OA +(1%+10)
Product Net Weight Approx:420g AC Current (True RMS) | 400uA/4000uA/40mA/400mA/4AH0A £(1.5%+10)
Product dimension 190X93.5X37mm Resistance 400Q/4kQ/40kQ/400kQ/4MQ/A0MQ +(0.8%+4)
Standard Accessories Test leads; battery; instruction manual ; Tp01 Capacitance 6nF +(5.0%+40)
temperature probe(with temperature function) 60nF/600nF/6uF/60uF/600uF +(3.5%+20)
Standard inner packing Color box 6mP +(5.0%+10)
Standard Quantity Per Carton | 40PCS 60mF/100mF 0%
Frequency 10/100/1000/10k/100k/1M/ 20MHz £(0.5%+10)
Carton size - 465317 X506mm Celsius 20~1000°C (-4-1832)°F +(1.0%+5)
Standard Gross Weight Approx:22kg

Special Function

Diode/Transistor v
Continuity buzzer v

Low battery indication v

Data hold v

Auto power off v

Analog bar graph N
Shockproof protection N

Function protection 1%~99%
Inputimpedance 10MQ
Sampling rate 3time/s
AC Frequency response | (40-400)Hz
Operation way Auto range
Max.Dispiay 3999

LCD size 70X50mm
Battery v

Special Functi

NCV J
Flashlight J

Diode J
Transistor J
Continuity buzzer N

Low battery indication N

Data Hold J

Auto power off J

Analog bar graph N
Shockproof protection N
Function protection 1%~99.%
Input impedance 10MQ
Auto power off 3 times/s
Analog bar graph 40~400Hz
Shockproof protection Auto range
Function protection 3999
Input impedance 65x35mm
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